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DESIGNER
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TITLE

DRAWING NO. REV

SIZE

REVISED BY

SCALE

CR

4/1/2003

1151-0300

1151T CABLE 

CYLINDER BASE ASSY

D

3/4

DATE

MATERIAL

SHEET

1 of 1

WEIGHT

4.340 lbmass

     THREADS

EXTERNAL CLASS 2A

INTERNAL CLASS 2B

4.305

1.750

3.000

2.188

.750

2.625

1.250

CUSHION ADJUSTMENT

1.000

1.625

3/8-24 X 2.0

12.410STROKE + 

8.910STROKE + 

4.500

1/4 NPTF PORTS (2)

1/8-27 NPTF PORT

2.331

1.094

2.750

3/8-16 UNC - 2B 

4.500

3.500

2.000
2.000

10.910STROKE + 

.257 THRU (4X)

5/16-18 UNC - 2B x .750 (16X)

Double Acting Cable Cylinder with power stroke in both 

directions, 1.5 inch bore w/ automatic tensioner.

 

* Maximum pressure: 100 PSI

* Operating temperature range: 20º to 140º F.

* Adjustable cushions

* Mounting interchangeable with T-O-M Brand Model CC15

 

Attributes

* Model 1151

* Bore Dia, in. 1.5

* Eff. Area, in.sq 1.74

* Force@100 PSI, lbs. 174

 

* Add .375 inches to the 'stroke +' length dimensions when 

  designating 'RS' reed switch or 'M' piston magnet options.

4.286STROKE + 


