
Aftermarket Repair Kits For T-O-M Brand Cable Cylinders Available • Call For Details*

2”, 2 1/2” Bores

MODEL TUBE

Single Acting Base Models

BORE SIZE

1200SA 2.0” Steel

1203SA 2.0” Aluminum

1250SA 2.5” Steel

1251SA 2.5” Aluminum

TUBE

Double Acting Base Models

BORE SIZE

1200 2.0” Steel

1203 2.0” Aluminum

1250 2.5” Steel

1251 2.5” Aluminum

MODEL
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)

Add .375 inches to overall length when designating RS or M
options. Strokes greater than 23.5 feet require tube coupler kit.

Add .375 inches to overall length when designating RS or M
options. Strokes greater than 23.5 feet require tube coupler kit.



Need Technical Assistance?  Call Toll Free 1.800.428.1974

MODEL TUBE

Double Acting;Auto Tensioner Base Models
BORE SIZE

1200T 2.0” Steel

1203T 2.0” Aluminum

1250T 2.5” Steel

1251T 2.5” Aluminum

MODEL TUBE

Double Acting;Auto Tensioner & Brake Combo Base Models
BORE SIZE

1200TB 2.0” Steel

1203TB 2.0” Aluminum

1250TB 2.5” Steel

1251TB 2.5” Aluminum

2”, 2 1/2” Bores
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Add .375 inches to overall length when designating RS or M
options. Strokes greater than 23.5 feet require tube coupler kit.

Add .375 inches to overall length when designating RS or
M options. Strokes greater than 23.5 feet require tube
coupler  k i t . Brake s iz ing instruct ions  on page 9 .
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Aftermarket Repair Kits For T-O-M Brand Cable Cylinders Available • Call For Details*

MODEL TUBE

Double Stroke Base Models
BORE SIZE

1200TD 2.0” Steel

1203TD 2.0” Aluminum

1250TD 2.5” Steel

1251TD 2.5” Aluminum

MODEL TUBE

Guided Cable Cylinder Base Models
BORE SIZE

GCC1200 2.0” Steel

GCC1203 2.0” Aluminum

GCC1250 2.5” Steel

GCC1251 2.5” Aluminum

2”, 2 1/2” Bores
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Load vs. Stroke
Maximum Allowable Load

Stroke, In.

W1
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Double stroke information on page 26.




