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 FS210 SERIES SPRING

APPLIED / HYDRAULIC 

RELEASE

D
B

1.25:1

DATE

MATERIAL

SHEET

1 of 1

WEIGHT

8.124 lbmass

     THREADS

EXTERNAL CLASS 2A

INTERNAL CLASS 2B

* FS210 SERIES BRAKES ARE FOR EMERGENCY STOP & HOLDING APPLICATIONS ONLY.

* SPACERS ARE AVAILABLE FOR OTHER DISC THICKNESSES.

* TORQUE, IN.- LBS. = TANGENTIAL FORCE, LBS. X BRAKING RADIUS, INCHES

* TWO 1/8-27 NPTF PORTS

* BRAKING RADIUS (IN.) = SQ. ROOT OF (DIM. 'C' SQUARED + .8789)
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PART NO.
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MODELS

FS210SAF

FS210SBF

FS210SIF

FS210SLF

FS210SEF

FS210SJF

FS210STF

FS210SOF

FS210SQF
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* 200 PSI RELEASE PRESSURE

* UNLIMITED DISC DIAMETER

* 2,065 LBS. OF CLAMPING FORCE

* .45 COFF. OF FRICTION

* DUAL BELLEVILLE DISC SPRING STACKS. 12 EACH

* NON ASBESTOS FRICTION MATERIAL

* 8.19 SQ. INCHES TOTAL FRICTION PAD AREA

* CAST ALUMINUM CONSTRUCTION

* HARDCOATED HOUSINGS

* BUNA N SEALS. VITON OPTIONAL

* 1.52 CUBIC INCHES WEARABLE VOLUME
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2.312
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1/8-27 NPT (2)
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